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GS6010 Floor Mounted Detention Stool

SPECIFICATIONS
•  Seat top: 14Ga Type 304 stainless steel top Ø12" with 1 1/2" flange.

•  Back plate: 7" x 7" x 3/16" steel plate welded to seat top and tube post.

•  Support: Ø2 1/2" nom. (2 7/8" O.D.) schedule 40 pipe welded to seat and base plate.

•  Base plate: 8" x 8" x 1/4" steel plate with 4 holes for Ø3/8" anchors.

•  Steel cuff ring: Ø1/2" rod bent into a 3" O.D. half ring.

•  Finish: #4 finish for stainless steel stool top, one coat of rust inhibitive red prime  
for all ferrous surfaces.

ELEVATION

SECTION A-A

GS6010 FLOOR MOUNTED DETENTION STOOL

SPECIFICATIONS
FLOOR MOUNTED DETENTION STOOL WITH STAINLESS STEEL TOP

 Seat top: 14Ga Type 304 stainless steel top Ø12" with 1 1/2" flange.
 Back plate: 7"x7"x3/16" steel plate welded to seat top and tube post.
 Support: Ø2 1/2"nom.(2 7/8"O.D.) schedule 40 pipe welded to seat and base plate.
 Base plate: 8"x8"x1/4" steel plate with 4 holes for Ø3/8" anchors.
 Finish: #4 finish for stainless steel stool top,
          one coat of rust inhibitive red prime for all ferrous surfaces.
 Other finishes and materials available upon request.
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 Base plate: 8"x8"x1/4" steel plate with 4 holes for Ø3/8" anchors.
 Finish: #4 finish for stainless steel stool top,
          one coat of rust inhibitive red prime for all ferrous surfaces.
 Other finishes and materials available upon request.
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